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Related documents Rainbow Plus D-500 D-700 Usage Guide 

 
Minimum system requirements: 
 Microsoft Windows XP, Vista, 7 (32 and 64 bit versions) 
 All processor versions, including Atom processors 

50 MB Ram space 
20 MB Disk space 
Min 1024x600 pixels screen resolution 
 

Download RainbowPlus installation package from following link:  Rainbow_Plus 
 

 

 
 
 
When the file download dialog box 
opens, select Open With then click 
OK. 
 

 

APPLICATION NOTE 
 

http://www.datakom.com.tr/download_file.php?file_id=447
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When the content opens, double click setup.exe 

 
 
 

 

 
 
The RainbowPlus program requires 
the Microsoft .NET Framework 4 
Client Profile to be installed.  
 
If this program is not installed in your 
computer then this dialog box will 
open. 
 
If this program is already installed in 
your computer it will be skipped. 
 
Press Accept to continue. 

 
 
 

 

 
Wait until installation is complete. 
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The setup wizard will open. Click 

Next. 
 

 
 

 

 
 
 
The default installation folder will 
come. If another folder is needed, 
use Browse option. Then click 
Next. 
 

 
 

 

 
 
Click Next to install the program. 
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A progress bar will appear. 

 

 

 
 
When installation is complete click 
Close. 
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The RainbowPlus icon will appear on your desktop. 
Double click this icon in order to start the RainbowPlus program 

 

 

 
 
 
 
 
 
The splash screen will come prior to 
program execution. 

 
Below screen will open. 
Select Tools>Connections. 

 
 
 

Connections menu 
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From the Connection Manager screen select USB.  
Then click Connect. 

 
 
 
The connection status is announced in the bottom line. 
If a D-500 / D-700 unit is connected through the USB port, the connection will be detected 
and device id and version will appear. 
 

 
 

The connection status is 
displayed at this line 

USB selection 

Device address 


